
AKG.CK 55 L
Innovative Technology –
Unbeatable Price!

The new CK 55 L
Cardioid clip-on microphone

CLIP-ON
MICROPHONE

CK 55L (actual size)

NEW!



AKG.CK 55 L CLIP-ON
MICROPHONE

CK 55 L shown in actual size CK 55 L in use

• Ideal for lecturers,
places of worship, 
tour guide systems, 
and video productions

• Cardioid polar pattern

• Small and inconspicuous

• Frequency response
optimized for intelligibility

• Excellent 
price/performance

Polar pattern: Cardioid
Frequency range: 150 Hz to 18 kHz
Sensitivity at 1 kHz: 8.8 mV/Pa (-41 dBV)
Max. SPL for 1 % THD: 118 dB
Equivalent noise level: <33.6 dB-A
S/N ratio (A-weighted): >60 dB
Electrical impedance at 1 kHz: 200 Ω
Recommended load impedance: >2.000 Ω
Powering: 1.5 to 10 V DC

or 9 to 52 V phantom power via MPA III L
Current consumption: <2 mA
Connector: 3-pin female mini XLR
Cable length: 1.6 m (5 ft. 3 in.)
Size: Dia.: 8 mm (0.3 in.); length: 22 mm (0.9 in.)
Net/shipping weight: 2.5 g (0.09 oz.) / 115 g (4 oz.)
Optional accessories: MPA III L phantom power adapter,

B 29 L battery supply

SPECIFICATIONS

Frequency response and polar pattern

CK 55 L - for crystal-clear sound at an unbeatable price.

The CK 55 L is an incredibly small, inconspicuous, affordable clip-on microphone that de-
livers incredibly clear sound even under the most adverse conditions. Built to AKG’s pro-
verbially stringent quality standards, the cardioid condenser capsule provides high sensitivity
and a natural, clear sound. Its frequency response has been optimized for intelligibility and
features a bass rolloff that minimizes low-frequency mechanical and cable noise right at the
source. With the supplied clip for easy and secure attachment to the user’s clothes, the
CK 55 L is the ideal choice for lecturers, preachers, tour guides, or video production use.
The CK 55 L is compatible with AKG WMS wireless systems.
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